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The Event Room – Technical equipment 
  

 

Visuals 

1 x Projector – (Full HD) with short‐throw lens, (ANSI L: 9400) 

2 x Projector – (Full HD) ANSI L: (6500) 

1 x screen 500 x 281cm 

2 x screen 370 x 208cm (side by side) 

2 x HDMI inputs by the short side of the room 

2 x HDMI inputs by the long side of the room 

Crestron control panel, for selecting input 

A range of adapters for different outputs 

1 x PC/Mac‐compatible clicker with built‐in laser‐pointer, if requested 

 

Audio 

8 x ceiling mounted speakers for speech and computer audio 

2 x Subwoofers (on request) 

Crestron control panel, for adjusting computer audio 

1 external mixer with 16 channels (for adjusting mic levels), on request 

Possibility for separate audio output for recording or streaming (only with 4 

microphones‐channel) 

Mobile hearing loop (for a limited section of the room), on request 
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Microphones 

6 x wireless headmics with body pack transmitters 

2 x wireless handheld microphone with built‐in transmitters 

   

Lighting 

Crestron control panel for diming of lights  

Led spotlights for seating/dining area 

Dimmable stage lighting (LED), front light. for 2 stage positions 

Blackout curtains for the windows 

 

Network 

2 x WIFI networks, one open and one password protected  

2 x wired network outlets available (with 1 gigabit speed) 

 

Power 

1 x 230V (10 A) on three sides of the room 

3‐phase available 

16 A, 32 A and 63 A available on the short side of the room 

 

Stage 

Movable and extendable stage (up to 25 sq m, height: 40 or 60 cm) with a standard size 

of 5 x 3 m 

1 x mobile ramp for stage, for improved accessibility (height 40 cm) 
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Other 

3 x height‐adjustable tables, white 

1 x flip board / whiteboard on stand 

1 x whiteboard on stand 


