The Studio — Technical specification

Video Equipment

1 x Tricaster mini 4K (with multiple inputs NDI/HDMI)

2 x Panasonic video cameras AGAC160AJ (AVCDHD) with manfrotto tripod on wheels
(also with HDMI/SDI out).

Recording of the digital meetingis possible, please bring yourown hard drive or similar.

Monitors

1 x 65” built-in monitor for video segments/logo on movable wooden case, behind the
presenter. There is the possibility of connectinga laptop (orotherdevice) via HDMI
directly to the 65” monitor or through a computerin the control room.

1 x 48” fixed vertical monitor (usefulforslimmer logo/graphics)

Audio
1 12-channels mixing desk with EQ in the control room
Selectable sound for studio monitor (65”) from the control room through the Tricaster

Microphones

4 x directional table microphones (2 on each table)

2 x directional ambient microphones

2 x clip on microphones (with cable)

3 x units for communication with cameraman via intercom (cable) from the control
room.

Lights:

Dimmable studio lighting ARRI, adjusted from the control room.
4 x dimmable and controllable fresnellights (halogen).

1 x Lightboard (Control console) DMX, in the control room

Network
2 x WIFI networks, one open and one password protected.
1 x cable connected network from the Tricaster, for streaming (max. 1Gbit/s).

Power
220volts (10A), multiple outlets by the computersin the Studio, as well as in the control
room.

Studio furniture

2 x mobile standing tables
1 x mobile Studio scenery with built in monitor 65” (can only be moved in depth)
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